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Committed to excellence and performance, PROMAX develops advanced pigment
systems meticulously designed to meet the stringent requirements of modern
industries.

Our Product Range

e Solvent-Based Colorants
o Water-Based Colorants
e Modified Pigments

Crafted for reliability, versatility, and enduring performance, these solutions
support a wide variety of sectors, including Packaging, Cosmetics, Automotive,
Paper, Decorative Coatings, Agricultural Seeds, and Wood Finishes.

Each product embodies PROMAX’s dedication to innovation, dependability, and
environmental responsibility. Engineered for strength, stability, and consistent
performance, our pigments deliver precision and uniformity, making them ideal for
both large-scale production and specialised applications.
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PROMAX

COLOR EXPERTISE, ENGINEERED FOR PERFORMANCE

2025

FACTORIES & P.O.S. SYSTEM

SERIES Solvent-based colorants for factories & P.O.S. System Series

SOLVENT BASED
COLORANTS

WOOD STAIN SERIES Linseed oil-based colorants for wood stain

AUTOMOTIVE COATINGS

SERIES Nano particle colorants for automotive coatings

EPOXY, POLYURETHANE

SERIES Intermediates for Epoxy (Top/Middle Coat), PU (Middle Coat)

FACTORIES SERIES Water-based colorants for In-factory system
WATER- BASED
CO LO RANTS P.O.S. SERIES Water-based colorants for P.O.S. system

ECO-FRIENDLY

UNIVERSAL P.O.S. SERIES Universal colorants for P.O.S system

LEATHER SERIES Water-based colorants for leather coatings

PHOTOCATALYST TITANIUM Photocatalyst TiO, liquid solution including special binder for self-
DIOXIDE SERIES cleaning and improve air quality

INORGANIC/ORGANIC

PIGMENTS SERIES Inorganic, Organic pigments

MODIFIED
PIGMENTS

MIXED PIGMENTS SERIES Inorganic+lnorganic, Organic+Organic

Hybrid pigments, Inorganic+Organic, Alternative pigments for Heavy

HYBRID PIGMENTS SERIES .
metal pigments

SURFACE TREATED TITANIUM

DIOXIDE SERIES Surface treated TiO: series for engineering plastics (PC, PBT)

PHOTOCATALYST TITANIUM Photocatalyst TiO, including special binder for self-cleaning and
DIOXIDE SERIES improve air quality



PROMAX

WATER-BASED SOLVENT-BASED

UNIVERSAL
COLORANTS

COLORANTS COLORANTS

e Acrylic resin
e Epoxy resin
e Polyurethane resin
e NC lacquers
(Short oil alkyds)

e Polyester resin

e Emulsion resin
(Acrylic, PVA, SBL)
e Phenolicresin

(Resol type)

e Long oil alkyds
e Enamels
(Medium oil alkyds)
e Wood stains

Factories &

Series P.0.S Series P.0.S. System
Series

Factories Universal
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l R M AX HIGHEST CREDIT RATING

SOLVENT- BASED

RESIN
COMPATABILITY APPLICATIONS BENEFITS
e Alkyd resin e Solvent based paints ,
. i ‘ High ')I(- Narrow
e PU resin e Wood Stains concentration Tolerance
e Epoxy resin e Industrial coatings
. . . . .
Cellulosic Iaq.uers Decorative paints yoe Low Voo Groen Label
e Polyester resin <50g/L Singapore
e RoHs
Compliant e Heavy Metal
0 e EN71 FREE e Binder
Compliant
Resistance
Color . S/IG . .
FULL | TINT | Product Color Pig% | N/V % s Light Weather Chemical .
Index g/lcm : . : . Heat °C
Full Tint Full Tint Acid |Alkaline
- 100FPS1 | PV-19 16 72 1 8 8 5 4 5 5 275
- RED 110FPS1 | PR-170 32 74 1 7 7 4 3 5 5 180
-- 120FPS1 | PR-101 53 83 2 8 8 5 5 5 5 >800
-- 200FPS1 | PB 153 16 72 1 8 8 5 5 5 5 200
BLUE
-- 210FPS1 | PB 153 21 63 1 8 8 5 5 5 5 200
- 300FPS1 | PBk-7 4 79 2 8 8 5 5 5 5 250
BLACK
-- 310FPS1 | PBk-7 23 63 1 8 8 5 5 5 5 250
- GREEN | 400FPS1 | PG-7 15 71 1 8 8 5 5 5 5 200
-- VIOLET | 600FPS1 | PV-23 5 79 1 6 6 4 3 5 5 160
- PURPLE | 610FPS1 | PV-19 18 65 1 8 8 5 5 5 5 275
- ORANGE | 500FPS1 | PO-36 17 76 1 6-7 6 5 4 5 5 200
WHITE | 700FPS1 | PW-6 50 83 2 8 8 5 5 5 5 250
- 800FPS1 | PY-42 55 78 2 8 8 5 5 5 5 180
YELLOW | 810FPS1 | PY-138 34 73 1 7 7 4 3 5 5 250
820FPS1 | PY-83 21 68 1 5 5 4 3 5 5 150
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SOLVENT- BASED

RESIN
COMPATABILITY APPLICATIONS BENEFITS
e Alkyd r.esm e Solvent bf':\sed paints ‘ - B i woather
e PU resin e Wood Stains Concentration = Fastness
e Epoxy resin e Industrial coatings
e Cellulosic laquers e Decorative paints Low VOC 4.
ow g
e Polyester resin ¥ocC _,oo.. 4 High Gloss
e RoHs
(‘ Compliant FREE Heavy Metal

e Various Resin Free

Compatibility

FACTORIES & P.0.S. SYSTEM SERIES 2

ol o e o Resistance
olor i . .
FULL @ TINT | Product Color 9 R Light Weather Chemical
Index % % | glcm - - - = Heat °C
Full Tint Full Tint Acid Alkaline
WHITE | 700FPS2 PW-6 68 | 84 2.07 8 8 5 5 5 5 250
- MAGENTA | 100FPS2 PR-122 17 | 59 1.05 8 8 5 4 5 5 200
-- RED 110FPS2 PR-255 23 | 65 1.08 7 7 4 3 5 5 200
- ORANGE | 500FPS2 PO-73 28 | 55 1.09 8 8 4-5 4-5 5 5 200
- RED 120FPS2 PR-101 61 80 1.99 8 8 5 5 5 5 >800
YELLOW | 800FPS2 PY-42 52 | 76 1.65 8 8 5 5 5 5 180
YELLOW | 810FPS2 PY-83 30 67 1.14 7 7 4 4 4 5 200
PY-151
- GREEN | 400FPS2 PG-7 22 | 56 1.14 8 8 5 5 5 5 200
- BLUE 200FPS2 | PB-15:2 30 68 1.16 8 8 5 5 5 5 200
-- BLACK | 300FPS2 PBk-7 26 | 64 1.19 8 8 8 8 5 5 300
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HIGHEST CREDIT RATING

SOLVENT- BASED

RESIN
COMPATABILITY APPLICATIONS
e Alkyd resin e Wood Stains
FULL TINT | ProductColor  C°°"  Pig% NV% O
Index g/lcm
- 100WS PR-101 40 71 -
- RED 110WS | PR-101 tr. 32 70 -
- 120WS | PR-101 tr. 44 75 -
- BLUE 200WS PB-15:3 18 62 -
- BLACK 300WS PBK-7 18 66 -
- GREEN 400WS PG-7 18 63 -
WHITE 700WS PW-6 55 77 -
- 800WS PY-42 40 74 -
- YELLOW 810WS PY-42 tr. 24 63 -
- 820WS PY-42 tr. 44 75 -

PROMAX Industries ApS, Hovedvejen 8, Randers 8920, Denmark

Email: info@promaxind.com, es@promaxind.com
Phone: + 45 86 317 317, +45 40 317 037

Full

8

8

BENEFITS
‘ High /£  High Weather
concentration ’J Fastness
vot Very Low VOC FREE Heavy Metal
Free
WOOD STAIN SERIES
Resistance

Light Weather Chemical o

= = = = Heat °C
Tint Full Tint Acid |Alkaline

8 5 5 5 5 >800
8 4-5 4.5 5 5 300
8 4-5 4.5 5 5 300
8 4 4 4 4 200
7 4 4 4 4 200
7 4 4 4 4 200
7 4 4 5 5 250
8 5 5 5 5 180
8 4-5 4.5 5 5 160
8 5 5 5 5 180
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l R M AX HIGHEST CREDIT RATING

SOLVENT- BASED

RESIN
COMPATABILITY APPLICATIONS BENEFITS
e PU resin . e Waterproof coating. ‘ High £ High Weather
e Epoxy resin e Top coats for flooring concentration ’J Fastness
e Middle coats for
flooring voc EZBVOVQ?LC * High Gloss
O i FREE [ o
EPOXY, POLYURETHANE SERIES
Applications Resistance
Product . .
Full name Epoxy Epoxy Urethane Urethane Light Weather Chemical Hoat °C
Top Mid Top Mid Full Tint Full Tint Acid | Alkali

100 WHITE . [ ) . . 8 8 5 5 5 5 250

1100GRAY . [ ) . . 8 8 5 5 5 5 250
- 1110GRAY : : . () 8 8 5 5 5 5 250
- 300BLACK . [ ) . . 7 7 4 4 4 4 200
- 310BLACK ( . . . 7 7 4 4 4 4 200
- 320BLACK : : . () 7 7 4 4 4 4 200
- 400GREEN . [ ) . . 7 7 4 4 5 5 180
- 410GREEN . [ ) . . 7 7 4 4 5 5 200
- 420GREEN ( . . . 3 3 2 2 5 5 140
- 430GREEN : : . () 7 7 3 3 5 5 140
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l R M AX HIGHEST CREDIT RATING

WATER - BASED

RESIN
COMPATABILITY APPLICATIONS BENEFITS
e Acrylic emulsions e Water based paints & High A e RoHs compliant
e Styrene-butadiene inks ‘ concentration Ly CENTT
emulsions e Wood stains compliant
3 P.olyuth.erane . Paper.colorlng.;s . Heavy Metal
dispersions e Technical laminated Vo Low VOC FREE ° Formaldehyde
e PVA emulsions papers <50g/L « APEO
e Phenolic resins e Rubber latex compounds * Binder
[ Resol Type ] e Toy clays
e Artist's paints
e Fabric coatings
Resistance
. Color i S/G . .
FWull Tint Promax nhame Pig.% @ N/V% Light Weather FWull Chemical o
Index glcm?® = : : | Heat °C
FWull Tint FWull Tint Acid Alkali
- 100FW | PR-101 65 68.5 2.1 8 8 5 5 5 5 >800
- 110FW | PR-101 64 75.1 2.09 8 8 5 5 5 5 >800
- 120FW | PR-112 42 63.2 1.18 8 6 4-5 4 5 5 200
RED
- 130FW | PR-170 35 45 1.1 6 6 3 3 4 4 180
- 140FW | PR-254 37 46.1 1.19 8 8 5 5 4 4 200
- 150FW PV-19 33 44 1.15 7 7 4 4 4 4 275
- MAGENTA| 160FW | PR-122 19 53.1 1.16 7 8 4 4-5 5 5 200
- 200FW | PB-15:1 46 64.4 1.21 8 8 5 5 5 5 200
- 210FW | PB-15:3 45 60.5 1.23 8 8 5 4 5 5 200
BLUE
- 220FW PB-28 65 68.7 2.07 8 8 5 5 5 5 800
- 230FW PB-29 48 58.9 145 8 8 4 4 4 4 300
-- 300FW PBk-7 40 53.9 1.27 8 8 5 5 5 5 200
BLACK
- 310FW | PBk-11 60 74.1 215 8 8 5 4 3 3 180

PROMAX Industries ApS, Hovedvejen 8, Randers 8920, Denmark
Email: info@promaxind.com, es@promaxind.com
Phone: + 45 86 317 317, +45 40 317 037

COLOR EXPERTISE,
ENGINEERED FOR PERFORMANCE



PR

MAX

WATER - BASED

o
*experion

HIGHEST CREDIT RATING

RESIN
COMPATABILITY APPLICATIONS BENEFITS
e Acrylic emulsions e Water based paints & High A e RoHs Compliant
. . ig
e Styrene-butadiene inks ‘ Concentration Ly T ENT1
emulsions e Wood stains Compliant
3 Pplyuthgrane . Paper.colorlng.;s . Heavy Metal
dispersions e Technical laminated Vo Low VOC FREE ° Formaldehyde
e PVA emulsions papers <50g/L « APEO
e Phenolic resins e Rubber latex compounds * Binder
[ Resol Type ] e Toy clays
e Artist's paints
e Fabric coatings
Resistance
. Color . S/G . .
FWull Tint Promax name Index Pig.% @ N/V% i Light Weather FWull Chemical Heat °C
q = = = ea
FWull Tint FWull Tint Acid Alkali
- 500FW PO-5 43 65.2 1.22 5 5 3 3 34 34 140
- ORANGE | 510FW | PO-13 35 423 1.14 4 4 3 3 5 5 180
- 520FW | PO-73 38 46 1.07 8 8 45 4-5 5 5 200
- 400FW PG-7 47 67.2 1.42 8 8 5 5 5 5 250
GREEN
- 410FW PG-17 52 59.8 1.78 8 8 5 5 5 5 >300
-- VIOLET | 600FW PV-23 30 56.9 1.19 8 8 5 5 5 5 260
WHITE | 700FW PW-6 67 717 2.04 8 8 45 4-5 5 5 250
- 800FW PY-42 53 722 1.72 8 8 5 5 5 5 180
810FW PY-83 32 49.7 1.12 7 7 4 4 4 5 200
820FW | PY-138 40 62.9 1.28 8 7 45 4-5 5 5 250
YELLOW
830FW PY-74 40 67.3 1.18 7 7 4 4 5 5 200
840FW | PY-154 24 49.7 1.24 7 7 5 5 5 5 180
850FW | PY-184 50 55.1 1.69 7-8 7-8 45 4-5 5 4-5 180
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RESIN
COMPATABILITY

e Acrylic emusions

e Styrene-butadiene
emulsions

e Polyurethane
dispersions

e PVA emulsions

Promax
name

FWull Tint

200PW

210PW

220PW

230PW

240PW

250PW

260PW

270PW

280PW

290PW

300PW

MAX

WATER - BASED

Color
Index

PB-15:3

PBK-7

PG-7

PO-73

PR-101

PR-122

PR-254

PV-19

e Water-based paints &

SIG
glcm?®

1.29
1.27
1.32
1.24

2.00

1.29

1.31

APPLICATIONS
inks

Pig.% NIV %
47 55
32 50
42 53
43 65
60 70
27 53
47 70
28 44
47 54
40 45
67 72

2.04

Full

8

7

Light

PROMAX Industries ApS, Hovedvejen 8, Randers 8920, Denmark
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BENEFITS

Tint

8

7

High
concentration

Low VOC
<50g/L

RoHs
Compliant

Resistance
Weather Full
Full Tint

4 4
4 4
4 4
4-5 4-5
5 5
4 4
5 5
5 5
5 5
3 3
4 4

o
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HIGHEST CREDIT RATING

9I6 "I\'l:lrerroamr’\ce
e Heavy metal
FREE : 'I;c;rErr(])aldehyde
e Binder
P.0.S. SERIES
Chemical o
Acid | Alkali | HeatC
4 4 200
4 4 200
4 4 200
5 5 200
5 5 >800
5 5 200
5 5 200
5 5 275
5 5 275
5 5 160
5 5 250
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WATER - BASED

RESIN
COMPATABILITY APPLICATIONS BENEFITS
e Acrylic emusions e Water-based paints & il N
. . arrow
e Styrene-butadiene inks ‘ concentration ')I(' Tolerance
emulsions
e Polyurethane Heavy metal
. . Low VOC F Idehyd
d|sperS|on§ voc <50g/L FREE AgrEng)a e
¢ PVA emulsions Binder
r‘ RoHs
[ W Compliant
P.0.S. SERIES
Promax  Color S/IG Resistance
FWull Tint Pig.% | N/V% Light Weather Full Chemical
name Index g/lcm?® : : - — Heat °C
Full Tint Full Tint Acid Alkali
310PW PY-138 38 63 1.37 7 7 3 3 5 5 250
- 320PW PY-42 54 63 1.80 8 8 5 5 5 5 180
330PW PY-74 53 61 1.34 7 7 3 3 4 4 140
340PW PY-83 33 45 1.12 5 5 3 3 4 4 200
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RESIN
COMPATABILITY

e Acrylic emulsions

e Alkyde modified
emulsions

e Alkyd enamels

e Strene-butadiene
emulsions

e Polyurethane
dispersions

e PVA emulsions

Full Tint

RED

BLACK
GREEN

VIOLET

WHITE

Product Name

100UW

110UW

120UW

130UW

140UW

200UW

210UW

300UW

400UW

600UW

700UW

MAX

APPLICATIONS

WATER - BASED

e Water-based paints
e Wood stains

e Alkyde paints

Color
Index

PR-101

PR-122

PR-188

PR-254

PR-112

PB-15:3

PB-15:4

PBk-7

PG-36

PV-23

PW-6

Pig. %

61
25
46
44
43
39
45
38
43
43

79

N/V %

73

49

62

55

57

45

60

54

59

56

79

SIG

g/lcm

3

BENEFITS

é

0cC

@)

N’

High
Concentration

Low VOC
<50g/L

e RoHs
Compliant

e EN 71
Compliant

Ie

o
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HIGHEST CREDIT RATING

Narrow
Tolerance

Green Label
Singapore

Heavy Metal
Formaldehyde
PEO

Binder

UNIVERSAL COLORANTS FOR P.0.S SYSTEM

Full
5

8
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Light

Tint
5

8

Resistance
Weather Full
Full Tint

5 5
5 4
4 3
4 3
4 3
5 5
5 5
5 5
5 5
4 3
5 5

Chemical o
Acid | Alkali Heat’C
5] 5 >800
5] 5] 200
5] 5] 200
5] 5] 200
5] 5] 160
5] 5] 200
5] 5] 200
5] 5] 250
5] 5] 180
5] 5] 160
5] 5] 250
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WATER - BASED

RESIN

COMPATABILITY APPLICATIONS BENEFITS

e Acrylic emulsions e Water-based paints . .

¢ Alkyde modified * Wood stains ‘ IC-Iilognhcentration 9I6 T:Irerroamr’\ce
emulsions e Alkyde paints

e Alkyd enamels

. Low VOC Green Label

e Strene-butadiene VocC <50g/L @ Singapore
emulsions

¢ POIyurethane e RoHs e Heavy Metal
dispersions (‘ Compliant FREE ° Formaldehyde

. 7 e EN 71 e PEO
* PVA emulsions Compliant e Binder

UNIVERSAL COLORANTS FOR P.0.S SYSTEM

Resistance
i Color i S/IG . .
Full Tint Product Name Pig.% @ N/V % s Light Weather Full Chemical o
Index g/lcm = . . - Heat°C
Full Tint Full Tint Acid Alkali
800UW PY-74 40 56 1.28 7 7 4 3 5 5 140
810UW | PY-184 50 66 1.57 7-8 7-8 5 4-5 5 5 160
YELLOW
820UW PY-83 46 61 1.29 5 5 4 3 5 5 150
830UW PY-42 57 69 1.83 8 8 5 5 5 5 180
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WATER - BASED

RESIN

COMPATABILITY APPLICATIONS BENEFITS

e Acrylic emulsions e Leather coatings i oHe

L Polyurethane ‘ (I;Io?\r;entration O (R)o:pliant

dispersions

e Heavy Metal
Low VOC e Formaldehyde
voc <50g/L FREE e APEO
e Binder

LEATHER SERIES

Resistance
. Color . S/G . .
Full Tint Product Name Index Pig.% @ N/V% i Light Weather Chemical Heat °C
. . . . ea
Full Tint Full Tint Acid Alkali
- 100LW | PR-101 42 43.8 1.49 8 8 5 5 5 5 >800
- RED 110LW | PR-101 41 441 1.47 8 8 5 5 5 5 800
- 120LW | PR-101 62 67.1 1.89 8 8 5 5 5 5 800
- BLUE 200LW PB-29 37 43.9 1.28 7 7 45 4-5 5 34 350
-- BLACK | 300LW PBK-7 17 53.8 14 8 8 8 8 5 5 300
- GREEN | 400LW PG-17 54 61 1.8 8 8 5 5 5 5 >300
WHITE | 700LW PW-6 62 674 1.88 8 8 5 5 5 5 250
YELLOW | 800LW | PBR-24 61 61.9 1.94 8 8 5 5 5 5 500
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MODIFIED PIGMENTS

BENEFITS
Single Heavy Metal
% Component FREE Free
INORGANIC, ORGANIC PIGMENTS
Applications Resistance
Full | Tint | roduct | Color Light Weath Chemical
u in . . i eather emica
Name Index |Coatings Plastics|Concrete 9 = . : | Heat °C
Full Tint Full Tint Acid Alkali
- 10010 | PR-101 o o o 8 8 5 5 5 5 >800
- 11010 | PR-101 o o o 8 8 5 5 5 5 >800
RED
- 12010 | PR-101 o o o 8 8 5 5 5 5 >800
- 13010 | PR-254 @ [ ) 7 7 5 5 5 5 200
- 20010 | PB-15:3 @ [ ) 8 7-8 5 5 5 5 300
BLUE
- 21010 | PB-28 o o o 8 8 5 4.5 5 5 >800
- 30010 | PBk-7 @ @ 7 7 4 4 4 4 200
- BLACK | 31010 | PBK-11 @ @ 8 8 5 4.5 5 5 180
- 32010 | PBK-11 @ @ 8 8 5 4.5 5 5 180
- 40010 | PG-7 @ @ . 8 7-8 5 4.5 5 5 250
GREEN
- 41010 | PG-50 o o o 8 8 5 4.5 5 5 >800
- ORANGE | 50010 | PO-34 o 6-7 6 4 3-4 34 34 160
-- VIOLET | 60010 | PV-23 o 7-8 7-8 4.5 4.5 5 5 180
80010 | PY-183 . @ . 8 5 5 5 5 5 280
81010 | PY-42 @ . @ 8 8 5 4.5 5 5 180
YELLOW
82010 | PY-42 @ . @ 8 8 5 5 5 5 180
83010 | PY-74 @ . . 7 7 3 3 4 4 140
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MODIFIED PIGEMENTS

BENEFITS

. Heavy Metal
0 Mixture FREE Erem

MIXTURE PIGMENTS (INORGANIC+INORGANIC/ORGANIC+ORGANIC)

Col Applications Resistance
olor

Full Tint Product Name . . Light Weather Chemical Heat

Index Coatings Plastics Concrete . . : . o
Full Tint Full Tint Acid Alkali Cc
- 1100MX | Mixture o o 8 8 5 4.5 5 5 180
-- GRAY | 1110MX | Mixture o 8 8 5 4.5 5 5 180
- 1120MX | Mixture o 8 8 5 4.5 5 5 180
- 500MX | Mixture o o 8 8 5 4.5 5 5 160
ORANGE

-- 510MX | Mixture o o 8 8 5 4.5 5 5 160
-- 900MX | Mixture o o 8 8 5 4.5 5 5 180
-- 910MX | Mixture o o 8 8 5 4.5 5 5 180
-- BROWN | 920MX | Mixture o o 8 8 5 4.5 5 5 180
-- 930MX | Mixture o o 8 8 5 4.5 5 5 180
-- 940MX | Mixture o o 8 8 5 4.5 5 5 180
- IVORY | 1200MX | Mixture o o 8 8 5 4.5 5 5 180
- YELLOW | 800MX | Mixture o 8 8 5 4.5 5 5 180
- 300MX | Mixture . o . 6 6 4 4 4 4 300
- BLACK | 310MX | Mixture . o . 6 6 4 4 4 4 300
- 320MX | Mixture . o . 6 6 4 4 4 4 320
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